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SPECIFICATIONS FOR MANUFACTURED HOUSING SITE DEVELOPMENT AND GARAGE AND/OR CARPORT

Applicable items to be completed by Dealer-Contractor

1. Excavation       
Bearing soil,      
2. Foundations      
Dwelling:      
Footings concrete mix       strength psi      Reinforcing     
Foundation wall material                  Reinforcing                   
Interior foundation wall material              Party foundation wall                
Columns material and sizes              Piers material and reinforcing            
Girders material and sizes              Sills material                 
Basement entrance areaway                 Window areaways              
Waterproofing             Footing drains               
Termite protection                
Basementless space ground cover               insulation             foundation vents               
Additional information                 
Note:  Basementless, underfloor areas will be provided with 1 square foot of vent per every 150 square feet of underfloor area.

Garage and/or carports             same as above           see below      
Footings concrete mix              strength psi             Reinforcing             
Exterior Foundation wall:   material              strength psi            Reinforcing            
Interior foundation wall:     material              Party foundation wall          
Columns:  material and sizes             Piers:  material and reinforcing           
Girders:   material and sizes              Sills:  material              
Basement entrance areaway                 Window areaways              
Waterproofing           Footing drains               
Termite protection                  
Basementless space:   ground cover            insulation             foundation vents                
Special foundations              
Additional information             
Note:  Concrete footings must have 2500 psi minimum test strength and concrete foundation walls must be a minimum of 3000 psi.
3.  Walks and Driveways

Primary Driveway:     width         length        base material         thickness        surfacing material           thickness           
Secondary Driveway:  width         length        base material         thickness        surfacing material        
Front walk:                  width         length         material         thickness          Reinforcing           
Service Walk:             width         length        material         thickness           Reinforcing           
Steps material       treads      risers        Cheek walls          
Landing Material:             width         length           thickness           
Patio:      width         length        material         thickness            
Additional Information:  width         length        material         thickness                
Note:  All concrete flat work must have a 3500 psi minimum test strength.  Primary Driveway extends from house towards lot line.  Secondary driveway is only used to describe cases when the entire driveway is not of the same material.

4. Exterior Walls

Wood frame wood grade, and species              Corner bracing           
Building paper or felt            framing:  stud size:           spacing              
Sheathing              thickness            width          

Siding             grade           type            size          exposure             fastening         
Door sills               Window sills               Lintels             Base fastening             
Exterior painting material               
Gable wall construction            same as main walls            other construction              
Additional information                  
5. Floors (Garages and/or car ports)

Joists wood, grade, and species              other               bridging                anchors             
Subflooring:  material and species           size           thickness           type              
Concrete slabs:  concrete mix            strenth psi          thickness           reinforcing        insulation           
membrane              Fill under slab:  material                thickness          
Finish Floor         (Describe for each room)              
Additional information                
6. Ceiling and Roof Framing (Garages and/or carports)

Ceiling Joists:   wood, grade, and species            size         spacing           
(See Number 9 for ceiling finish)

Rafters:  wood, grade, and species               size         spacing          
Manufactured trusses (provide certified truss detail)  spacing           Rated load carrying capacity        
Additional information                 
7. Roofing (Garages and/or carports)

Sheathing wood, grade, and species               solid spaced       o.c
Underlay               weight or thickness             size             fastening        
Roofing             grade             size            type             fastening            
Flashing material         grade and weight              Gutters, downspouts and snow guards              
Additional information             
8.  INSULATION (Garages and/or carports)

Roof:  type and method of installation              thickness           ”R” rating           
Ceiling:  type and method of installation              thickness           ”R” rating          
Walls:  type and method of installation              thickness           ”R” rating         
Floors:  type and method of installation              thickness           ”R” rating          
Crawl Space perimeter:  type and method of installation              thickness           ”R” rating           
Additional Information               
9.  INTERIOR FINISH (Garages and/or carports)

Walls:  material             weight or thickness            finish coat               coats paint           
Ceiling:  material             weight or thickness            finish coat               coats paint         
Note:  carport ceiling finish to be described here:  Enclosed attic space will be vented.     
10:  DOORS:  (Garages and/or carports)

Doors:  type           material           size         thickness           insulating “U” value            
Doors: type           material           size         thickness           insulating “U” value               
Doors:  type           material           size         thickness           insulating “U” value               
Other Information               
11. WINDOWS (Garages and/or carports)

Windows type              make             material          mfr.            
Insulating “U” value           sash thickness          
Special windows and additional information:              
12. ELECTRICAL (Garages and/or carports)

Describe number of outlets and fixtures to be included.  Also describe any special service outlets and/or equipment included:      
13.  PLUMBING (Garages and/or carports)

Describe number and type of any fixtures or plumbing rough-ins to be included:                 
14.  OTHER ON-SITE IMPROVEMENTS, PORCHES, TERRACES, FENCES, ETC.

(Specify all exterior onsite improvements not described elsewhere, including items such as unusual grading, drainage structures, retaining walls, fence, railings, and accessory structures.)       
15.  LANDSCAPING, PLANTING, AND FINISH GRADING

Topsoil          thick           entire lot, or extends       front yard             side yards             
rear yard to              feet behind main building             
Lawns (seeded, sodded, or sprigged) front yard                side yards                rear yard                      
Planting         as specified drawing; or             as follows:                    

16.  MISCELLANEOUS (describe any materials, equipment or construction items not shown elsewhere; or use to provide additional information where space provided was inadequate.  Always reference by item number to correspond to numbering used on this form.)

     
Date:                                               Dealer/Contractor:                                                 









